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Chain Slings should be selected that are
suitable for the type of load, hitch and
environment.

Design Your Own Chain Sling

Mention In Your Enquiry

1. S.W. L Desired
2. Type/Model
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Grade 80 Chain Sling Components

Oblong Master Link

Alloy Steel Grade 80 chains

Forged Oblong
Master Link

— D

Item code WLL B 0-45 degree | For Grade 80 B 0-45 Dimension NW
degree
tonnes™ 1Leg Qeg | IL |IW | D Kg
8-003-06 1.5 6 - 100 | 60 [ 11| 020
8-003-0806 3.2 7.8 6 120 | 70 | 14 | 040
8-003-1008 4 10 7.8 140 | 80 | 17| 0.70
8-003-13 6.3 10 -- 150 | 90 | 19 | 1.00
8-003-1310 8 13 10 160 | 95 [ 22| 150
8-003-16 11.5 16 -- 190 | 110 | 25 | 2.20
8-003-1613 15 16 13 180 | 105 ) 28 | 2.70
8-003-19 17 19, 20 - 200 | 120 | 30 | 3.50
8-003-2216 20 22 16 240 | 140 | 34| 510
8-003-26 25 - 19,20 | 250 | 150 | 38 | 7.00
8-003-2619 30 26 22 250 | 150 | 40 | 8.00
8-003-3222 37 32 26 300 | 180 | 45 | 12.00
8-003-3226 46.5 32 26 350 | 195 | 50 | 16.6

Dia
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| 12 MM |
14MM |
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| 20 MM |
22MM |
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A-344 Welded Master Link with Engineered Flat

Working Dimensions Engineered
Size Weight Load Proot {mm) Flat Size for
. A-344 Each Limit Load S-1325A
(mm) | (in) | stockNo.| (kg)* (t* (kN)** A B c G (mm)
12 716 1256862 .30 1.60 39 12.0 60.0 120 6.50 5
13 1/2 1256932 .36 2.50 61 13.0 60.0 120 6.50 7-8
17 1116 | 1257002 .B6 4.10 101 17.0 90.0 160 8.50 10
19 3/4 1257072 1.08 6.70 164 19.0 90.0 160 8.50 10
20 3/4 1257082 117 6.70 164 20.0 80.0 150 - -
22 7/8 1257214 1.59 8.50 208 22.0 90.0 170 - -
22 7/8 1257212 1.63 8.50 208 22.0 100 180 10.5 13
22 7/8 1257215 2.39 6.30 154 22.0 145 275 - -
25 1 1257282 2.43 11.5 282 25.0 115 210 13.5 16
25 1 1257302 2.3 11.5 282 25.0 100 180 - -
25 1 1257332 3.35 8.90 218 25.0 145 275 - -
28 1-1/8 1257352 3.22 12.9 316 28.0 110 210 - -
28 1-1/8 1257382 3.91 13.0 319 28.0 145 275 13.5 16
31 1-7/32 | 1257422 4.86 17.0 417 31.0 145 275 15.5 -
32 1-1/4 1257442 5.30 17.0 47 32.0 140 270 - -
36 1-7/16 | 1257492 6.87 24.0 588 36.0 155 285 - -
38 1-1/2 1257502 7.63 31.5 772 38.0 140 270 - -
40 1-9/16 | 1257532 8.96 28.1 689 40.0 160 300 - -
45 1-3/4 | 1257569 10.31 32.0 785 45.0 140 250 - -
45 1-3/4 | 1257564 12.70 38.3 939 45.0 170 320 - -
45 1-3/4 | 1257562 12.82 38.3 939 45.0 180 340 - -
50 |1-31/32| 1257582 17.60 45.0 1103 50.0 200 380 - -
51 2 1257632 18.72 45.0 1103 51.0 215 390 - -
57 2-1/4 1257652 24.5 65.3 1601 57.0 203 406 - -




A-347 Welded Master Link Assembly with Engineered Flat

B —l

Dimensions Engineered
Size Weight Working Proof (mm) Flat Size for
A-347 Each |Load Limit| Load S-1325A
(mm) (in.) [Stock No. (kg) () (keMN)** A B Cc D E F G (mm)
1312 1/2 1257692 .81 2.40 59 13.0 | 60.0 120 12.0 | 85.0 | 45.0 | 6.00 5]
1713 11/16 1257762 1.56 4.10 101 17.0 | 90.0 160 13.0 120 | 60.0 | 6.50 7
19/13 3/4 1257832 1.80 4.25 104 19.0 | 80.0 160 13.0 120 | 60.0 | 6.50 8
22/20 78 1257977 3.93 8.50 208 22.0 | 90.0 170 20.0 150 | 80.0 — —
2217 78 1257972 3.35 7.98 196 22.0 100 180 17.0 160 | 90.0 | 8.50 10
22/16 78 1257979 3.53 5.80 142 22.0 145 275 16.0 120 | 60.0 — —
25/20 1 1258122 4.65 10.7 262 25.0 100 190 | 20.0 150 | 80.0 — -
25/19 1 1258102 5.51 8.90 218 25.0 145 275 19.0 160 | 90.0 — —
28/22 1-1/8 1258162 6.40 12.9 316 28.0 110 210 | 22.0 170 | 90.0 — -
28/22 1-1/8 1258142 FA Y 14.5 355 28.0 145 275 | 22.0 180 100 10.5 13
31/25 | 1-7/32 | 1258182 9.72 17.0 417 31.0 145 275 | 25.0 | 210 115 13.5 16
32/25 1-1/4 1258202 9.92 17.0 417 32.0 140 270 | 25.0 190 100 — —
36/28 1-3/8 | 1258222 12.20 23.6 579 36.0 145 275 | 28.0 190 100 - -
38/32 1-1/2 1258224 18.23 281 689 38.0 140 270 | 32.0 | 270 140 — —
40/31 | 1-9/16 | 1258332 18.68 281 689 40.0 160 300 | 31.0 275 145 — —
45/38 1-3/4 | 1258422 27.96 38.3 939 45.0 170 320 | 38.0 | 270 140 — —
45/36 1-3/4 1258402 26.56 38.3 939 45.0 180 340 | 36.0 | 285 155 — —
50/38 2 1258442 32.86 45.0 1103 50.0 | 200 380 | 38.0 | 270 140 — -
51/45 2 1258462 42.92 45.0 1103 51.0 190 350 | 45.0 | 340 180 — —
57/50 2-1/4 1258482 59.70 67.0 1643 57.0 | 203 406 | 50.0 | 380 200 — -

*Ultimate Load is 5 times the Working Load Limit. The maximum individual sublink working load limit is 75% of the assembly
working load limit except for 2-1/2"and 2-3/4", which are 100% of assembly working load limit. Applications with wire

mge and synthetic slin
A952

(8.1) and ASME B30.9.

generally require a design factor of 5. ** Proof Test Load equals or exceeds the requirement of ASTM




Connecting Link

For
Working Grade 80
Item No. Load Limit Chain Dimensions (mm) N.W.
tonnes* mm A B D K kg
8-015-06 112 6 15 17 7 45 0.08
8-015-07 2.0 7,8 18 22 9 58 0.2
8-015-10 3.15 10 26 27 11 69 0.3
8-015-13 53 13 30 37 15 91 0.7
8-015-16 8.0 16 36 39 19 101 1:1
8-015-20 12.5 18, 20 42 46 22 122 1.9
N 8-015-22 15.0 22 49 59 24 152 3.0
— 8-015-26 21.2 26 &5 63 30 164 5.0
DNV 8-015-32 31.5 32 69 79 36 203 9.0
Type Approval % Design factor 4:1 proof tested and certified

Tested acc. to EN 1677



Eye Hook

Clevis Hook

Swivel Hook

Eye Sling Hook

Eye Sling Hook With
Latch

Ttem No WLL | For Grade 80 Dimension (mm) NW
Charn
i@ tonnes* mm K|{PI|A]|D]|T H ko
§-044/5-06 112 0 80 | B 1219 |16] 2 03
§-044/8-07 20 78 B8 2510|220 23 04
§-044/8-10 315 10 REL 3% |32 14|23 3 09
§-044/8-13 5.3 3 52 40 | 40 ] 18 | 28 | 38 [
§-044/8-16 ) 16 B #4502 || 4 32
§-044/5-18/20 125 19 A8 1 45 160 | 26 | B3| 48 52
§-044/8-22 15 2 M40 350 | 3L S0| ™ 8.5
§-044/8-26 21 26 201 77 | 64 | 35 ] 60| 80 127
§-044/8-32 315 32 32| 14 88 | 40 | 60 | 86 165




Safe Working Load Chart and Approximate Dimensions

WORKING LOAD LIMITS IN TONNES acc. to EN1677

Choke endless

sling
e
I.a"
S, N .
For Chain tonnes B O-45° 45° - 60°
Size mm a0-90° 90° - 120°
6 1.12 2.36 1.7 1.8
7 1.5 3.15 2.24 2.5
8 2.0 4.25 3.0 3.15
10 3.15 6.7 4.75 5.0
13 53 11.2 8.0 8.5
16 8.0 17.0 11.5 125
19 11.2 16.0 i1.2 23.6 17.0 18.0
20 12.5 17.0 12.5 26.5 19.0 20.0
22 15.0 21.2 15.0 31.5 22.4 23.6
26 21.2 30.0 21.2 45.0 31.5 33.5
32 31.5 45.0 31.5 67.0 47.5 50.0




